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P306 ・ P307

P306/307は無駄を省いた小型・軽量のコンパクトサイズながら、

   

GPS, GLONASS, BeiDou ,Galileo,QZSSに対応しあらゆる角度から
信号を受信する事で 厳しい環境でも高精度の測位結果を提供します。

Eclipse RTK 

Eclipse P306/P307の使用によって, RTKの性能が実現可能です。

独自のCOAST技術・SureTrack技術によるDGPS・SBAS 

特許取得のCOAST ™ によりヘミスフィア製品はDGPSやSBASの
信号の受信が難しい環境であっても補正情報を40分間持続します。
また、SureTrack　を使用することで、たとえGPSやSBASのような
GNSS信号が一種類しか受信できない厳しい環境下でも精度維持が
可能です。　　

™

• 現時点でGPS, GLONASS, BeiDouに対応  
 将来、Galileo,QZSS にも対応予定

• 372チャンネルにも対応

• 長距離間RTKベースライン

• ROX, RTCM, CMR, CMR+ による  
 RTKに対応

• 進化し続ける独自COAST技術・SureTrack技術を実装  
 補正情報が中断しても約40分間程度は   
 サブメータの精度維持

• Head Start技術によるコールドスタートの減少

• ヘミスフィア製品だけでなく他社製モジュールとの  
 Pin相互でシステム拡張を実現

Eclipse P306 and P307 OEM ボード
マルチ周波数　マルチGNSS RTKを実現

1周波モード,2周波モード,多周波数・いくつかのGNSS信号による
長距離間のRTKにおいてどちらも数㎝レベルの精度で計測します。
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Receiver Type:  GNSS multi-frequency RTK with   
  carrier phase
Signals Received:  GPS, GLONASS, BeiDou, GALILEO1 
  and QZSS1

Channels: 372
GPS Sensitivity: -142 dBm
SBAS Tracking:  3-channel, parallel tracking
Update Rate:  1 Hz standard, 10 or 20 Hz   
  optional 
Accuracy:   Horizontal (RMS) Vertical (RMS)
RTK: 2  10 mm + 1 ppm 20 mm + 2 ppm
SBAS (WAAS): 3  0.3 m 0.6 m
Autonomous, no SA: 3   1.2 m 2.5 m
Timing (1PPS) Accuracy: 20 ns
Cold Start:4 < 60 s typical (all unknown)
Warm Start: < 30 s typical (no ephemeris)
Hot Start: < 10 s typical (all known)
HeadStart:5 Removeable, auto-recharging onboard  
  clock battery  
Maximum Speed:  1,850 kph (999 kts)
Maximum Altitude: 18,288 m (60,000 ft)

Communications
Serial Ports:  4 full-duplex 3.3 V CMOS (3 main  
  serial ports, 1 differential-only port),  
 1 USB Host6, 1 USB Device
Baud Rates:  4800 - 115200
Correction I/O Protocol:  Hemisphere GNSS proprietary, ROX  
 Format, RTCM v2.3, RTCM v3.2, CMR,  
 CMR+ 
Data I/O Protocol:  NMEA 0183, Crescent binary 7

Timing Output:  1PPS, CMOS, active high, rising   
 edge sync, 10 kΩ, 10 pF load
Event Marker Input: CMOS, active low, falling edge sync,  
 10 kΩ, 10 pF load  
Power
Input Voltage:  3.3 VDC +/- 3%
Power Consumption:  1.5 W nominal L1 GPS
 2.3 W nominal dual frequency
  GPS + GLONASS + BeiDou
Current Consumption:  455 mA nominal L1 GPS
  700 mA nominal dual frequency
 GPS + GLONASS + BeiDou
Antenna Voltage:  15 VDC maximum 
Antenna Short Circuit
Protection:  Yes
Antenna Gain Input Range: 10 to 40 dB
Antenna Input Impedance: 50 Ω

Input Voltage:   3.3 VDC +/- 5%
Power Consumption:   < 3.2 W at 3.3 V (L1/L2 GPS/GLONASS/   
   BeiDou)

   < 3.9W at 3.3V (L1/L2 GPS/GLONASS/ 
   BeiDou; L-Band)

Current Consumption:   < 970 mA at 3.3 V (L1/L2 GPS/GLONASS/ 
     BeiDou)
   < 1180 mA at 3.3V (L1/L2 GPS/GLONASS/ 
    BeiDou; L-Band)
Antenna Voltage:    15 VDC maximum 
Antenna Short Circuit
Protection:  Yes
Antenna Gain Input Range: 10 to 40 dB
Antenna Input Impedance:   50 Ω

Environmental
Operating Temperature: -40°C to +85°C  (-40°F to +185°F)
Storage Temperature: -40°C to +85°C  (-40°F to +185°F)
Humidity: 95% non-condensing (when installed in an  
 enclosure)

Mechanical
Dimensions:     15.2 L x 7.1 W x 1.6 H (cm)
     6.0 L x 2.8 W x 0.63 H (in)
Weight:      .105 kg (3.70 oz.)
Status Indication (LED):      Power, Primary and Secondary GPS lock,  
     Differential lock, DGPS position, Heading,  
     RTK lock, Atlas L-band lock
Power/Data Connector:       
P306:     34-pin male header 0.05” pitch
P307:     20-pin male header 0.05” pitch 
Antenna Connectors:      MCX, female, straight

Aiding Devices
Gyro:      Provides smooth heading, fast heading  
     reacquisition and reliable < 0.5° per min  
     heading for periods up to 3 min. when loss  
     of GNSS has occurred
Tilt Sensors:                                  Provide pitch and roll data, and assist in fast  
                                                      start-up and reacquisition of heading 
              solution

Hemisphere GNSS, Inc.
8515 E. Anderson Drive
Scottsdale, AZ, USA 85255

Toll-Free: +1-855-203-1770
Phone: +1-480-348-6380
Fax: +1-480-270-5070
precision@hgnss.com
www.hgnss.com

1 Firmware update required 
2 Depends on multipath environment, number of satellites in view, satellite geometry   
baseline length (for local services) and ionospheric activity
3  Depends on multipath environment, number of satellites in view, satellite geometry   
and ionospheric activity
4 Cold start means no approx. position, no approx. time, no almanac, no ephemeris
    Warm starts require an approx. position, approx. time, and almanac
    Hot starts require an approx. position, approx. time, and valid ephemeris
5 Maintains time while receiver is powered off, reducing cold start occurences
6 P306 Only
7 Hemisphere GNSS proprietary

Eclipse P306 and P307 OEM Boards
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受信機タイプ:  GNSS 多周波数 RTK (搬送波位相)   
  
受信信号:  GPS, GLONASS, BeiDou, GALILEO1 
  QZSS 1

チャンネル数: 372
GPS 感度:  -142 dBm
SBAS トラッキング:  3チャンネル, 同時トラッキング
アップデート率:  1 Hz 標準, 最大10 ~ 20 Hz   
   
精度:   水平 (RMS)  垂直 (RMS)
RTK: 2  10 mm + 1 ppm 20 mm + 2 ppm
SBAS (WAAS): 3  0.3 m 0.6 m
Autonomous, no SA: 3   1.2 m 2.5 m
タイミング精度(1PPS):  20 ns
コールドスタート:4 < 60 秒
ウォームスタート: < 30 秒
ホットスタート: < 10 秒
ヘッドスタート: 5 Removeable, auto-recharging onboard  
  clock battery  
最大速度:  1,850 kph (999 kts)
最大高度:  18,288 m (60,000 ft)

通信
シリアルポート:  3.3 V,CMOS(全二重 ×4)  
  シリアルポート×3, ディファレンシャル専用×1,  
 USBホスト　×1 6 　   ,  USB デバイス×1
ボーレート:  4800 - 115200
補正情報プロトコル:  ヘミスフィア GNSS 独自, ROXフォーマット  
 RTCM v2.3, RTCM v3.2, CMR,  
 CMR+ 
データプロトコル:  NMEA 0183, クレセントバイナリ 7
タイミング出力:  1PPS, CMOS, アクティブハイ,

立ち上がりエッジ
  

   , 10 kΩ, 10 pF load
イベントマーケット出力: CMOS, アクティブロー, 立ち下りエッジ,  
 10 kΩ, 10 pF load  

電源
内部電源: 

 

3.3 VDC +/- 3%
消費電力: 

 

1.5 W ( L1 GPS 使用時)

 

2.3 W ( 2周波使用時 )

  

GPS + GLONASS + BeiDou
消費電流: 

 

455 mA (  L1 GPS使用時 )

  

700 mA ( 2周波使用時 )

 

GPS + GLONASS + BeiDou
アンテナ電圧: 

 

最大15 VDC 
アンテナショート
サークル保護: 

 

有
アンテナゲイン入力範囲:

 

10 から 40 dB
アンテナ入力抵抗:

 

50 Ω

   
      

   
    
   

    
     
    
    

  

 

  
 
 

環境
作動温度:  -40°C から +85°C  (-40°F から +185°F)
保管温度:  -40°C から +85°C  (-40°F から +185°F)
湿度:  95% (結露無きこと)   
 

外観
サイズ:

 
    7.1L x 4.1W x 1.0H (cm)     

質量:      23ｇ
LED(動作状態):      電源, GPS ロック,  
     ディファレンシャルロック,   
     DGPS位置情報
パワーデータコネクタ:       
P306:     34 ピン 雄型 (0.05” ピッチ)
P307:     20 ピン 雄型 (0.08”  ピッチ)

 
 

アンテナコネクタ:      MCX, 雌型, ストレート

  
  
     
     

  

             

株式会社　ヘミスフィア
〒211-0015
神奈川県川崎市中原区北谷町
ソニア北谷町ビル2階

Tell: 044-223-7071
Fax: 044-223-7072

www.hemgps.com

1 フォームウェアのアップデートが必要
2 マルチパス環境, 衛星数とその配置,ベースラインの長さ,電離層等の影響を受ける   

3  マルチパス環境とその配置, 幾何学的配置、電離層等の影響を受ける   

4 コールドスタートは正確な位置情報・時間、アルマナック無、エファメリス無
    ウォームスタートは正確な位置情報・時間、アルマナックを要する
    ホットスタートは正確な位置情報・時間、正当なアルマナックを要する
5 受信機の電源を落とした状態で、コールドスタートを減少させる
6 P306のみ
7 Hemisphere GNSS 独自

Eclipse P306 and P307 OEM Boards
GPS 受信機


